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ISLAND SUPER KINIS SKIM COAT 

DESCRIPTION: 
 

ISLAND SUPER KINIS PREMIUM QUALITY SKIM 

COAT is a fast-setting polymer modified cement-

based compound that provides smooth finish to 

interior/exterior concrete and gypsum surfaces. It has 

excellent bonding strength, excellent filling properties, 

and good hydrophobicity. 

 

USE: 
 

Exterior & interior plastering & patching 
 
 

FEATURES: 
  
• Provides an excellent smooth finish, covers up 

uneven surfaces, ideal for decorative finishes  
• Resistant to shrinkage cracking unlike ordinary 

apuro cement plaster  
• Good water vapor permeability  
• Thin layer application  
• Non-sagging, ideal for overhead application  
• Excellent bonding to concrete  
• Cost effective 

• Easy to apply & sand 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

TECHNICAL DATA 

Type Powder 

Color Gray & White 

Water demand 7.0 – 7.5 L / 20 kg 

Finish Smooth 

Open time 6 – 10 minutes 

Setting time 3 – 4 hours 

Adhesion Good 

Consistency  Good 
NOTE: Values presented served as general guide; Actual field 

performance and application may vary depending on site conditions 

 

SURFACE PREPARATION: 
              
Clean substrate to eliminate dust, dirt, oil, grease, 
or any contaminant that may inhibit bonding. 
Dampen concrete surface prior to application of 
Island Super Kinis Premium Quality Skim Coat. 
 

MIXING RATIO: 
 

Skim Coat : 20 kg / bag 
Tap Water : 7.0 - 7.5 liters 

 
 

Add Island Super Kinis Premium Quality Skim Coat to 
a clean tap water indicated in the mixing ratio. Mix until 
a soft creamy paste is formed. Mix occasionally to 
avoid drying on the top layer. 
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Warning: Harmful if swallowed. Causes mild skin 

and eye irritation. 

Precaution: Use of goggles and gloves are highly 

recommended. In case of splashes, wash-off 

thoroughly with clean water. 

 

 

 

 

 

 

 

TOOLS: 

 
 

.  
 

 

Putty Knife       Masonry Float       Taping Knife 

 
APPLICATION GUIDELINES: 
 

Use a masonry float or putty knife in applying Island 
Super Kinis Premium Quality Skim Coat onto 
substrate. A second coat may be applied to increase 
thickness.  
 

DRYING TIME: 
 

Dry to recoat: Allow 1 hour (Skim Coat to Skim Coat) 
After 24 hours (Primer can be applied to Skim Coat) 

 
THEORETICAL COVERAGE: 
  
Approximately 20 sq. m. per 20 kgs @ 1mm 
thickness (1 patch) depending on surface profile 
 
 

PACKAGING: 
  
20 kgs per bag 
 

SHELF LIFE: 
  
1 year in unopened container 
NOTE: High humidity might reduce the shelf-life of product. 
 

 
 
 
 
 

 
 
 

 
 

STORAGE & DISPOSAL: 
 

Keep container tightly sealed. Do not store above 35 

⁰C. Must not be disposed together with household 

garbage. Do not allow product to reach sewage 

system. Disposal must be according to government 

regulations. 
 

 

LABEL ELEMENTS: 
 

 

 

 

 

 

 

 
 
 
 


