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ROOFKOTE 
DESCRIPTION: 
 

ROOFKOTE is an acrylic water-based coating with 
excellent durability and unmatched flexibility. Exhibits 
good adhesion, resist flaking, cracking, and chalking: 
a remarkable advantage over a conventional Portland 
type roof paint. 
 
 

USE: 
 

• Best suited for galvanized iron, gutter, or 
downspout.  

• For masonry, concrete tile roof or unglazed brick 
tile. 
 

 

COLOR/APPEARANCE: 
 

2400 White 
2435 Brick Red 
2436 Spanish Red 
2451 Baguio Green 
2452 Island Green 
2471 Clear Blue 
2437 Fortune Red 
2402 Ivory 
Vermillion Orange 
Rustic Brown 
(Refer to color chart) 
 
 

FINISH: 
 

Gloss 
 
 

 
 

APPLICATION:  
 

      
   Brush        Roller            Spray 
 
 

REDUCTION: 
 

Clean Water 
 

Brush & Roller:  use as is or add up to ¼ liter of clean 
water to a gallon of paint.  
Spray: add approximately ¼ to ½ liter of clean water to 
a gallon of paint. 
NOTE: Apply two coats for optimum performance. 
 
 

RECOMMENDED PRIMER: 
 

 

Roofkote 370 Metaprime Gray 
(For old/rusty roof, spot-prime with Island Epoxy 
Primer 130 Red Oxide) 
 
 

SURFACE PREPARATION: 
 

For New Galvanized Iron Roof 
 

Dust off or remove loosely adhering dirt or barrier 
thoroughly. Chemical treatment on galvanized iron is 
optional. Dry up the surface completely prior to 
application of primer coat. 
 

For Old and Rusty Galvanized Iron Roof 
 

Spot rust must be sanded, or steel brushed. Treat with 
Island 440 RC Rust converter. Spot prime treated area 
with Island Epoxy Primer 130 Red Oxide and let dry. 
Other areas with sound condition must be cleaned up 
and primed with Roofkote 370 Metaprime Gray. 
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DRYING TIME: 
 

Dry to recoat: 4 – 6 hours 
 
 

THEORETICAL COVERAGE: 
 

Approximately 25 – 30 sq. m. per gallon depending on 
surface profile 
 
 

PACKAGING: 
 

4L plastic container 
 
 

SHELF LIFE: 
 

3 years in unopened container 
NOTE: High humidity might reduce the shelf-life of product. 
 
 

STORAGE & DISPOSAL: 
 

Keep container tightly sealed. Do not store above 
35⁰C. Must not be disposed together with household 
garbage. Do not allow product to reach sewage 
system. Disposal must be according to government 
regulations. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
LABEL ELEMENTS: 
 

 

 

Warning: May cause an allergic skin reaction. 

Cause eye irritation. Harmful to aquatic life with long 

lasting effects. 

Contains: reaction mass of 5-chloro-2-methyl-4-

isothiazolin-3-one [EC no 247-500-7] and 2-methyl-

2H-isothiazol-3-one [EC no. 220-239-6] (3:1) 

Precaution. Keep out of the reach of children. Avoid 

contact with skin and eyes. Do not empty into drains, 

dispose of this material and its container at 

hazardous or special waste collection point. Wear 

suitable gloves. If swallowed, seek medical advice 

immediately and show this container or label. 


