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TEX-A-KOTE PENETRATING SEALER 2803 CLEAR

DESCRIPTION: 
 

TEX-A-KOTE PENETRATING SEALER 2803 
CLEAR is an acrylic-based solvent type sealer for 
concrete. It has excellent surface penetration and 
sealing properties. 
 
 

USE: 
 

Suited for concrete or masonry, pebbles and Mactan 
stones. To reduce absorption of porous new or aged 
concrete. 
 
 

FEATURES:  
 

• Good alkali resistance 

• Superior adhesion 

• Resist algae and fungus growth 

• Fast drying 

• Excellent penetration and scaling property 
 
 

COLOR/APPEARANCE: 
 

Clear, water-white liquid 
 
 

APPLICATION: 
 
 

       
  Brush              Roller  Spray 
 
 

 
 
 

 
REDUCTION: 
 

Tex-a-Kote 2802 Reducer 
 

Brush & Roller: Use as is 
Spray: Reduce as needed 
 
 

SURFACE PREPARATION: 
 

Remove loosely adherent mortar, dirt, dust, or any 
adhesion barrier.  

DRYING TIME: 
 

Dry to recoat: 6 – 8 hours depending on weather 
condition 
 
 

THEORETICAL COVERAGE: 
 

Approximately 20 – 25 sq. m. per gallon @ 25 - 30 
microns DFT depending on surface condition 
 
 

PACKAGING: 
 

4L lithographed round can 
16L pail (Available upon request only) 
 
 

SHELF LIFE: 
 

5 years in unopened container 
NOTE: High humidity might reduce the shelf-life of the product. 
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STORAGE & DISPOSAL: 
 

Keep container tightly sealed. Do not store above 35 
⁰C. Must not be disposed together with household 

garbage. Do not allow product to reach sewage 
system. Disposal must be according to government 
regulations. 

 
LABEL ELEMENTS:  
 

 
 

 

Danger: Flammable liquid and vapour. May damage 
fertility or the unborn child. May be fatal if swallowed 
and enters airways. Toxic to aquatic life with long 
lasting effects. Causes skin and serious eye 
irritation. May cause respiratory irritation. May be 
harmful if inhaled.  

Contains: Naphtha (petroleum), hydrotreated light, 
Dimethylbenzene, di-(2-ethylhexyl)phthalate  

Precaution: Avoid exposure – obtain special 
instructions before use. Keep locked up and out of 
the reach of children. Do not empty into drains, 
dispose of this material and its container at 
hazardous or special waste collection point. Wear 
suitable protective clothing, gloves, and eye/face 
protection. In case of accident or if you feel unwell, 
seek medical advice immediately (show the label 
where possible). 


